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November 8, 1976

Mr. Cleon B. Feight, Director
Division of Oil & Gas Conservation -

1588 West North Temple
Salt Lake City, Utah 84116

Dear Mr. Feight:

Herewith enclosed my Applications for Permit to Drîll Hancock
Government No. 56 and Hancock Government No. 60 for your
opproval.

TheseApplications have been delayed by an abnormally long
drilling time and attendant problems required to complete my Well

,No. 10 Alt. in Section 4, with tubing changes to take care of an y
unexpectedly high flow.

Please note that I must be on location before December 1, 1976
or these leases will be lost. Rentals on both leases have been paid
for a great many years, and I have earlier drîlled another well in
Section 30 of Lease U-1531, with no return. I will apprecîate your
consideration. I assure you that any future Applications to Drill
will reach you wîth enough of lead time.

Yours very truly,

BURTONW. HANCOCK

BWH:PD:de
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Conservation Division, U.S.G.S.
November 5, 1976

MULTIPOINTSURFACE USE AND OPERATIONS PLAN

1. Existing roads.
a. See attached topographic map. Existing roads are color-coded red;

access roads, black. gg
b. Well location is about 40 miles t from Grand Junction, Colorado.

Access is northwest from U. S. and 50 onto Two Road, an improved, graded
and drained county road for - , - miles. No improvement to this road is
needed. Then, west onto the soil-surfaced road bordering the west side of
the valley, past Winter Camp draw, for Mmîles. Operatogwill maintain.

2. Planned access roads.
a. See attached location map. About 1000' of access road, shown in black,

from the west valley road are planned.
b. Width; 12' - 14', using a 12' blade.

Maximumgrade; less than 10 percent.
Turnout: none needed.
Drainage: natural.
Culverts: none needed.
Surface material: the soil that will be exposed in cutting the road; nothing
else need be introduced.
No fences will be cut or gates or cattle guards crossed.

3. Existing wells.
a. See map for the following wells:

Hancock Govt. No. 35: over 10,000' NW of location, în Sec. 17.
Honcock Govt. No. 32-2: 8500' NNW of location, in Sec. 16.
Hancock Govt. No. 14, abandoned well, 8000' NW of location, in Sec. 20.
Linney (Int. Dr\g.) No. 1, 7000' NE of location, in Sec. 15.
Am. Met. No. 1, 7400' NE of location, in NE 1/4, Sec. 22.
Hancock No. 1, over 6000' N of location, in Sec. 21.

4. Location of proposed facilities.
a. Tank batteries, none.

Id t on fa9cilic knonneone.
.

Gas gathering synem: Northwest Pipeline has existing lines to Linney No. 1 '

in Sec. 15, shown in , attached location map; proposed extension to
No. 56 shown in green; none of these lines are buried.
Injection line, none.
Disposal line,
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b. New facilities.
Two-inch welded pipeline to connect with existing pipeline at Linney
No. 1, approximately 1.4 miles NW in Sec. 15; see map. There will
be no disturbance to livestock or to surface.

5. Water Supply.
a. Nearest water is at Fruita, Colorado, about 60 miles, round trip.
b. Water will be pumped into tank truck, driven to location and pumped

into well storage tank.
c. No pipeline or water well is planned or needed.

6. Construction materials.
a. None used or needed; the soil in place above the Mancos Shale will make

a good road surface.

7. Waste disposal.
a. Cuttings; waste pit as shown on site layout.

Drilling fluids; waste pit.
Sewage; self-contained trailer.
Garbage and waste; removed in plastic bags, buried under 2' of fill.

8. Ancillary facilities.
a. Trailer and dog house, only.

9. Well site layout.
a. See plat drawing for location of facilities.

Drill pad will be 200' x 200'.
Pits are to be unlined.

10. Restoration of surface.
a. Back-filling; leveling.

Revegetation.
Pits filled, covered and leveled.
Oil removed.

b. If well is completed, we will install needed facilities and then restore.
If well is a dry hole, we will restore immediately before leaving area.

11. Other information.
a. Topography; see attached map. Location is not near sfeep hillsides or

gullies.
b. Surface formation is Mancos Shale, a calcoreous gray fissile shale and modstone.
e. Other surface use; mainly oil and gas.
d. No occupied dwellings, archeological, historical or cultural sites

this
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12. Operator's representative.
Driller - Ross Jacobs

405 West Mayfield
. Grand Junction, Colorado

(303) 243-9685

Operator - Burton W. Hancock
1799 Hamilton Avenue
San Jose, California 95125
(408) 264-3114
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Conservation Division, U. S. G . S.
November 5, 1976

Supplement to Form 9-331 C
(in compliance with NTL-6)

1. Surface formation:
Mancos shale

2. Estimated tops:
Dakota Silt 3400'
Upper Dakota Sandstone 3500'
Lower Dakota Sandstone 3530'
Cedar Mountain Formation 3580'
Morrison Formation 3610'

3. Estimated depths:
Water - none
Oil - not expected
Gas - Lower Dakota Sandstone 3530' to 3580'

Cedar Mountain Formation 3580' to 3610'
Brushy Basin Member,

MorrisonFormation 3675' to 3690'

4. Proposed easing program:
See Form 9-331 C; new casing

5. Operator's minimum specifications, pressure control equipment:
Blow-out equipment will be used,

(1) Regan B.O.P., 3000 P.S.I. (Hyd. closing unit); tested to
1000 P.S.I. after cement job on surface casing.

(2) Jacob's rotating head above B.O. P.
(3) Full shut-off gate valve on well and exhaust line

Testing frequency - daily.

6. Proposed circulating medium:
Air drilled. If mud needed, 920.

7. Auxiliary equipment:
(1) Kelly cocks
(2) Floots at the bit and string float.
(3) A sub on the floor with a full opening valve to be stabbed into

drill pipe when the Kelly is not in the string.

8. Testing, logging and coring:
No cores or drill stem tests.
An induction electrical (IES) log and a compensated formation
density (FDC) log are
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9. Abnormal pressures, temperatures or potential hazards:

None expected; no hydrogen sulfide gases.
We have drilled another well in this section, and other producing
wells in this field, and have had no problems we could not handle
with our equipment and experience.

10. Anticipated starting date:

As soon as approval is receivedy we must start drilling on or before
November 30; lease expires on December 1, 1976.
We anticipate completion by December 15,
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Conservation Division, U.S.G.S.
November 5, 1976

MULTIPOINT SURFACE USE AND OPERATIONS PLAN

1. Existing roads.
a. See attached topographic map. Existing roads are color-coded red;

access roads, black. gg
b. Well location is about 40 miles st from Grand Junction, Colorado.

Access is northwest from U. S. and 50 onto Two Road, an improved, graded
and drained county road for miles. No improvement to this road is
needed. Then, west n s rfaced road bordering the west side of
the valley, past for miles. Operator will maintain.

2. Planned access roads.
a. See attached location map. About 1000' of access road, shown in black,

from the west valley road are planned.
b. Width; 12' - 14', using a 12' blade.

Maximum grade; less than 10 percent.
Turnout: none needed.
Drainage: natural.
Culverts: none needed.
Surface material: the soil that will be exposed in cutting the road; nothing
else need be introduced.
No fences will be cut or gates or cattle guards crossed.

3. Existing wells.
a. See map for the following wells:

Hancock Govt. No. 35: over 10,000' NW of location, in Sec. 17.
Hancock Govt. No. 32-2: 8500' NNW of location, in Sec. 16.
Hancock Govt. No. 14, abandoned well, 8000' NW of location, in Sec. 20.
Linney (Int. Drlg.) No. 1, 7000' NE of location, in Sec. 15.
Am. Met. No. 1, 7400' NE of location, in NE 1/4, Sec. 22.
Hancock No. 1, over 6000' N of location, in Sec. 21.

4. Location of proposed facilities.
a. Tank batteries, none.

Production facilities, none. Âld
Oil gathering facilities, none.
Gas gathering system: Nort west Pipeline has exisNng nes to Linney No. 1

'

in Sec. 15, shown in , attached location map; proposed extension to
No. 56 shown in green; none of these lines are buried.
Injection line, none.
Disposal line,
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b. New facilities.
Two-inch welded pipeline to connect with existing pipeline at Lin ney
No. 1, approximately 1.4 miles NW in Sec. 15; see map. There will
be no disturbance to livestock or to surface.

5. Water Supply.
a. Nearest water is at Fruita, Colorado, about 60 miles, round trip.
b. Water will be pumped into tank truck, driven to location and pumped

into well storage tank.
c. No pipeline or water well is planned or needed.

6. Construction materials,
a. None used or needed; the soil in place above the Moncos Shale will make

a good road surface.

7. Waste disposal.
a. Cuttings; waste pit as shown on site layout.

Drilling filuids; waste pit.
Sewage; self-contained trailer.
Garbage and waste; removed in plastic bags, buried under 2' of fill.

8. Anci\\ary facilities.
a. Trailer and dog house, only.

9. Well site layout.
a. See plat drawing for location of facilities.

Drill pad will be 200' x 200'.
Pits are to be unlined.

10. Restorgtion of surface.
a. Back-filling; leveling.

Revegetation.
Pits filled, covered and leveled.
Oil removed.

b. If well is completed, we will install needed facilities and then restore.
If well is a dry hole, we will restore immediately before leaving area.

11. Other information.
a. Topography; see attached map. Location is not near steep hillsides or

gullies.
b. Surface formation is Mancos Shale, a calcoreous gray fissile shale and mudstone.
c. Other surface use; mainly oil and gas.
d. No occupied dwellings, archeological, historical or cultural sites

this location.
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Conservation Division, U. S. G . S.
November 5, 1976

Supplement to Form 9-331 C
(încompliance with NTL-6)

1. .Surface formation:
Mancos Shale

2. Estimated tops:
Dakota Silt 3400'
Upper Dakota Sandstone 3500'
Lower Dakota Sandstone 3530'
Cedar Mountain Formation 3580'
Morrison Formation 3610'

3. Estimated depths:
Water - none
Øil - not expected
Gas - Lower Dakota Sandstone 3530' to 3580'

Cedar Mountain Formation 3580' to 3610'
Brushy Basin Member,

Morrison Formation 3675' to 3690'

4. Proposed easing program:
See Form 9-331 C; new casing

5. Operator's minimum specifications, pressure control equipment:
Blow-out equipment will be used.

(1) Regan B.O.P., 3000 P.S.I. (Hyd. closing unit); tested to
1000 P.S.l. after cement job on surface casing.

(2) Jacob's rotating head above B.O. P.,
(3) Full shut-off gate valve on well and exhaust line

Testing frec¡uency - daily.

6. Proposed circulating medium:
Air drilled. If mud needed, 920.

7. Auxiliary equipment:

(1) Kelly cocks
(2) Floats at the bit and string float.
(3) A sub on the floor with a full opening valve to be stabbed into

drill pipe when the Kelly is not in the string.

8. Testing, logging and coring:
No cores or drill stem tests.
An induction electrical (IES) log and a compensated formation
density (FDC) log are



9. Abnormal pressures, temperatures or potential hazards:

None expected; no hydrogen sulfide gases.
We have drilled another well in this section, and other producing
wells in this field, and have had no problems we could not handle
with our equipment and experience.

10. Anticipated starting date:

As soon as approval is received; we must start drilling on or before
November 30; lease expires on December 1, 1976.
We cmficipate completion by December 15,
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RES. PHONE 801-295-1870 BUS. PHONE 801-359-3575

W. DON QUIGLEY
OIL AND MINERALS CONSULTANT

803 PHILLIPS PETROLEUM BLDG. * SALT LAKE CITY, UTAH 84101

November 29,1976

Mr. Cleon Feight Re: Location of
Director of Oil & Gas Division Hancock Gov't No.56
Dept. of Natural Resources Well-NW.NE-28-17S-25E.
1588 West N. Temple Grand County, Utah
Salt Lake City, Utah 84116

Dear Cleon:

Mr. Hancock placed the location of the above well in the NW¾NEk
of Sec.28, T.17 S.,R.25 E.,S.L.M. The footages are 1000' from
the north line and 1520' from the east line. This is not in ac-
cord with Rule C-3 for well locations. The location is in a flat
area and is not limited because of topographic reasons. The pos-
ition was chosen based on geophysical data which shows that there
is a fault trending northeastward thru the approximate northeast
corner of Section 28. The location is about 1200' west of the
fault; but is also on the axis of a structural nose based on the
data. It is a very favorable location.

I will send you a copy of the geophysical map showing the details
regarding the above in the next day or so All reproduction facil-
ities are now closed for the day.

Since ely
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6. Possible Abnormal Pressure Zones QMand Temperature Gradients.

7. Competency of Beds at Proposed ProbAb co ehedCastnq Setting Points. •

8. Additional Logs or Samples Needed, g

9. References and Remarks Ô¾'\" f,,, . , • f.. S .
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Date:



epths of fresh-water zon'es:

Viking Oil & Drilling Co., Larson Fed. 20-1, Wildcat

928' fwl, 2, 622' inl, sec. 20, T.18 S., R. 25 E., SLBM, Grand Co., Utah

Elev 5, 012 ft, test to 2, 000 ft

Casing proposed to 100 ft

Formation tops, approx. :

Alluvium over Mancos Shale surface

.Ferron Sandstone 11em 860 ft

Tununk Shale Mem 1, 210 f .

Dakota Ss 1, 340 ft

Morrison Fm 1, 480 i

Entrada SS 2;130 ft

There are no water wells in the near vicinity of this test. Useable

water, possibly fresh, may occur in sandstone units of the Mancos

Shale. Useable water may occur in the Ferron Sandstone Mem, but

deeper formations contain saline water or brine.

CTS
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NO IMPACT
MINOR IMPACT
MAJ0R IMPACT o
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Grozing
Wilderness
Agriculture
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Recreation
Scenic Views
Parks, Reserves,
Monuments
Historical Sites
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Land Animals
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Endangered Specios
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ENVIRONMENTALIMPACTANALYSIS- ATTACHMENT2-B

1. Proposed Action

PROPOSESTO DRILLAN OL AND
GAS TESTWELLWITH ROTARYTOOLSTO ABOUTU ed FT, a 21TO CONSTRUCTA
DRILL PAD FT. X FT ANDA RFSFRVF PIT FT y FT
3) Î0 CONSTRUCT / -/ FT. X $ MILES ACCESSROADANDUPGRAnF FT.
X 2 MILES ACCßSSROADFROMÀN FXISTING ANDIMPRnVFDPnAD.

2. Location and Natural Setting (existing environmental situation)



Effekts on Enviro t Pr osett Action otenti act

XHAUSTEMISSIONS FROMTHEDRILLINGRIG POWER ITS ANDSUPPORTTRAFFIC

ENGINESWOULDADDMINORPOLLUTIONTO THE ATMOSPHEREIN THE LOCALVICINITY,

)JINOR INDUCEDANDACCELERATEDEROSJONPOTENTIALDUE TO SURFACE

DÏSTURBANCEANDSUPPORTTRAFFIC USE.

INOR ViŠUAL 1MPACTS_FORA SHORTTERMDUE TO OPERATIONALEQUIPMENTAND
SURFACEDISTURBANCE.

EMPORARYDISTURBANCEOF WILDLIFE ANDLIVESTOCK.

5) MIN0R DISTRACTIONFROMAESTHETICSFOR SHORTTERM.

6)

4. Alternatives to the Proposed Action

Û Ï¾T APPROVINGTHE PROPOSEDPERMIT-e THE OIL ANDGAS LEASE GRANTSTHE
LESSEE EXCLUSIVERIGHT TO DRILL FOR, MINE EXTRACia RFMOVFANDDISPesF DF AlE
OIL ANDGAS DEPOSITS,

2) ÛENYTHE PROPOSEDPERMITANDSUGGESTAN ALTERNATE1,.0CATIoyTo MIN1MI7F
ENVIRONMENTALIMPACTS.



INORAIR POLLUTIONDUE TOAiXHAUSTEMISSIONS FROMRIG ENGINESANDSUPPORT
TRAFFIC ENGINES

ALBiNAR INnll Ëñ AND ACCFI FRATFD FROS N POTENTIALDUE TO SURFACEDISTURÈANCE
ANTSlfPORTTRAFFLCUSF,

INOR ANDTEMPORARYDISTURBÄNCE0Ë WILDLIFE.

FMPORARYnTS 198ANCFDFT TyFSTOCK

INORANDSHORT-TERM ISUÁL IMPÀCTS,

$. Determination

(This requested action (Ames) (does not) constitute
a maior Federal action significantly affecting the
environment in the sense of NEPA, Section 102 (2) (c) .

Date inspected /

.S. Geological Survey, '

Înspenor Conservation Division
Salt Lake City District
Salt Lake City,



November 30, 1976

Burton W. Hancock
c/o . Don Quigley
803 Phillips Petroleum 81dg.
Salt Lake Ôity, Utah 84101

Re: Well No. Hancock Gov't. #56
Sec. 28, T. 17 S, R. 25 E,
Grand County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above
referred to well is hereby granted in accordance with Rule C-3(c),
General Rules and Regulations and Rules of Practice and Procedure.

Said approval is, however, conditional upon the following:

a) Supplying this Division with a copy
of the geophysical map referred to in
Mr. Quigley's letter of November 29,
1976.

b) Cement between the 4 1/2" casing and
the hole will be filied to a minimum
of 250 feet above the uppermost
hydrocarbon zones in all areas.

Should you determine that it will be necessary to plug and
abandon this well, you are hereby requested to immediately notify the
following:

PATRICK L. DRISCOLL - Chief Petroleum Engineer
HOME: 582-7247
OFFICE:



3urton W. Hancock
November 30, 1976
Page Two

Enclosed please find Form OGC-8-X, which is to be completed
whether or not water sands laquifera) are 6ncountered during drilling.

The API number assigned to this well isA3-019-30333.

Very truly yours,

DIVISION OF OIL, GAS, AND MINING

CLEON B. FEÎGHT
Director

18W

cc: U.S. Geological
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